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DT-1,0Ni              mild Steel MAG-Wire 

                                                         TIG-Rod 
                                      
 
Specifications         EN ISO 14341-A:  G 46 6 M21 3 Ni1 
  EN ISO 636-A : W 46 6 W3 Ni1 
                                       AWS-A5.28:   ER80S-Ni1    
                                                         
  
Application Welding wire used for joining of low temp. steel 
  
   
    
  
Chemical Composition C: 0,10   Si: 0,60   Mn: 1,10   Ni: 1,00   Mo: 0,10                    
Element by weight (%) 
 
 
 
Mechanical Properties Yield Point(Re)          530 N/mm²             
(typical) Tensile Strength  (Rm) 600 N/mm² 
 Elongation   (A)(Lo=5do > 25 %            
 Impact energy (Av))  -60°C >=47 J (RT >100 J)       
   
 
Approals ./.  
                                                             
 
 
Shielding gas/Polarity WIG:    (ISO 14175)    I1      (=-)  

     
 MSG:   (ISO 14175)    M2,   (=+) 

     
 
 
                                        
Typical Base Material S355NL - S500QL 
 15MnNi63 
 
 
Packaging                  MIG/MAG:   spools D 100 / D 200 / K 200 / K 300 
                                                      TIG:             25-kg-boxes   
 

 

 


