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DT-ER Ti 5          Titanium wire and TIG-rods 
                                               
 
 
Specifications            EN ISO 24034: Ti 6402                                         
  AWS-Classification:  ER Ti 5  (Titanium Al 6 V4)                                   
  AMS-2003: 4954                                     
   
                                                         
    
Application Welding of the following Titanium alloy: 3.7161, 3.7164, 

3.7165 (LT31 = TiAl6V4) 
  
  
  
  
Chemical Composition C: 0,05  N: 0,03  Fe: 0,20  O

2
:0,18  H: 0,015 Ti: bal 

Element by weight (%) Al: 5,9   V: 4,0                                     
 
 
 
Mechanical Properties Yield Strength (0,2%)          825 N/mm²                      
 Tensile Strength  (Rm) 890 N/mm² 
 Elongation   (A)(Lo=5do) 10 % 
 Hardness: 90 HB 
   
 
 
Shielding gas/Polarity WIG:    (ISO 14175)    I1      (=-)  

      
 MSG:   (ISO 14175)    I1      (=+)  

    
                                           
 
 
Gas consumption flash :   10-15 l/min 
 shielding :     1 – 2 l/min  
 
 
 
Operating Parameter     rodsize 1,5mm-2,0mm :   80-100 Ampère  
 rodsize 2,0mm-3,0mm :   100-200 Ampère  
 
 

 


