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DT-ZR 702 Zirconium MIG/MAG-Wire 

                                                                                           TIG - Rods 
 
 
Classifications     ASTM B550: R60702 
                                  
 
 
Application Welding of Zirconium 702 and similar types 
 
 Before welding please take care of a clean and 
 oxidfree surface. 
 The weldability is similar to Titanium but we recommend 
 to be even more focused on a perfect gas shield to 
 avoid a less corrosion resistant and less tenacity weld  
 seam. 
  
 
 
Chemical Composition Zr+Hf: 99,0   Hf: 4,5   Fe+Cr: 0,20   0: 0,10   
Element by weight (%)         H: 0,02   C: 0,03   
 
 
 
Mechanical Properties Yield Strength (Re)          220 N/mm²             
(typical) Tensile Strength  (Rm) 380 N/mm² 
 Elongation   (A)(Lo=5do) 20%    
 
 
 
Shielding gas/Polarity ISO 14175   I1      (= -)  

      
 MSG:   (ISO 14175)    I1      (=+)  

    
 
 
 
Typical Base Material Zr 702, UNS R60702  
  
 
 
Packaging MIG/MAG:   1,2 – 1,6mm D100/D200/D300 
 TIG:             1,2 – 3,0mm x 1000  (1,57 mm Standart)  
 
 
 

 


