
 

 

DT-316 H            Stainless Steel MIG/MAG-Wire 

                                                           TIG – Rods 

 
Specification:                EN ISO 14343-A:  S 19 12 3 H  

  SFA/AWS A5.9:    ER316H   
   
                                        

                                                         
    

Application: A continous solid corrosion resisting chromium-nickel-molybdenum wire for welding 

of austenitic stainless alloys of 17% Cr 12% Ni 3% Mo types. 316H 
has a good general corrosion resistance The alloy has a high carbon content which 
makes this alloy suitable for applications used at higher temperatures. The alloy is 
used in the chemical and food processing industries as well as for pipes, tubes 
and boilers. 

  

Richtanalyse des  C       Mn     Si      Ni     Cr     Mo      Cu      N       Ferrite FN 

  0.05  1.60  0.40   12     19    2.30    0.20   0,04        5.5  
Drahtes (%) :         

 
 
 

Mech. properties Yield Strength (Re)          490 N/mm2             
as welded  (typical): Tensile Strength  (Rm) 660 N/mm2 

 Elongation        (A)(Lo=5do) 40 %      
 
 

Approvals : - 

 

 
 

Shielding gas:  TIG I 1        

 MIG M 13                          
 
 

Base materials:  … 

 
 
 

Packing: MIG:    D100 / D200 / K 200 / K 300 

 TIG:    5 kg boxes 

 
 


