
 

 

 

 

DT-2.4831 submerged arc wire 

 
 
Specification:        EN ISO 18274:  NiCr22Mo9Nb (S Ni 6625)                                          
                                       AWS A5.14:  ER NiCrMo-3   

 
    
Application: Submerged arc wire electrode for joint welding of nickel- 
 chromium-molybdenum alloys, high-temperature 

austenitic  
 steels, as well as cold-tough nickel steels.          
                                                                  
  
Chemical Composition  Ni: basic   C: 0,02  Cr:22,0   Mn: 0,20   Fe: 1,00 
Element by weight (%):                Mo: 9,00    Nb: 3,50 

 
 
 
Mechanical Properties:  Yield strength (Rp0,2)       ~440 N/mm² 
(typical)                                           Tensile Strength (Rm)       ~740 N/mm² 
                                                        Elongation (A)(Lo=5do)     ~30 % 
                                                        Impact energy (Av)            ~70 J   
 
 
 
Approvals: TÜV 
 
 
 
Shielding atmosphare:               
       
   
 
 
 
Typical Base Mat.: 2.4856     2.4618   2.4619   
 1.5662   1.4529                      
 ISO 20172: NiCr22Mo9Nb  
 ISO 20172: NiCr22Mo9Nb joined with 1.1/1.2 

 
 
 
Packaging: CC - spool (300mm inside) 20 - 25 kg            
 B - spool (280mm inside) 20 - 25 kg 
 K415  
  
 ask for your special type  

    


